
FACOM U.16XX -Ball Joint Separators Pullers

U.16A18 ,  U .16B,  U .16B32 ,  U .16A45

PRODUCT NAME CODE SIZE

FACOM U.16A18 - Ball Joint
Separators Pullers

U.16A18 16mm

FACOM U.16B - Ball Joint
Separators Pullers

U.16B 22mm

FACOM U.16B32 - Ball Joint
Separators Pullers

U.16B32 32mm

FACOM U.16A45 - Ball Joint
Separators Pullers

U.16A45 45mm

D E S C R I P T I O N

/facom-u-16a18-ball-joint-separators-pullers
/facom-u-16a18-ball-joint-separators-pullers
/facom-u-16b-ball-joint-separators-pullers
/facom-u-16b-ball-joint-separators-pullers
/facom-u-16b32-ball-joint-separators-pullers
/facom-u-16b32-ball-joint-separators-pullers
/facom-u-16a45-ball-joint-separators-pullers
/facom-u-16a45-ball-joint-separators-pullers


FACOM U.16XX -Ball Joint Separators Pullers

Features

Used to dismount steering and suspension ball joints

Supplied with a set of 2 spare safety pins

U.16-05J3 - Set of 3 pins for U.16B and U.16A18

U.16-A45-05J3 - Set of 3 shear pins for U.16B32 and U.16B45


