
FACOM 247.GXSLS - SLS Tethered Comfort Grip

Tapered Drift Punch

247 .G2SLS,  247 .G3SLS,  247 .G4SLS,  247 .G5SLS,  247 .G6SLS,

247 .G8SLS

PRODUCT NAME CODE SIZE

FACOM 247.G2SLS - 1.95mm
SLS Tethered Comfort Grip
Tapered Drift Punch

247.G2SLS 1.95mm

FACOM 247.G3SLS - 2.95mm
SLS Tethered Comfort Grip
Tapered Drift Punch

247.G3SLS 2.95mm

FACOM 247.G4SLS - 3.95mm
SLS Tethered Comfort Grip
Tapered Drift Punch

247.G4SLS 3.95mm

FACOM 247.G5SLS - 4.95mm
SLS Tethered Comfort Grip
Tapered Drift Punch

247.G5SLS 4.95mm

FACOM 247.G6SLS - 5.9mm
SLS Tethered Comfort Grip
Tapered Drift Punch

247.G6SLS 5.9mm

/facom-247-g2sls-1-95mm-sls-tethered-comfort-grip-tapered-drift-punch
/facom-247-g2sls-1-95mm-sls-tethered-comfort-grip-tapered-drift-punch
/facom-247-g2sls-1-95mm-sls-tethered-comfort-grip-tapered-drift-punch
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/facom-247-g5sls-4-95mm-sls-tethered-comfort-grip-tapered-drift-punch
/facom-247-g5sls-4-95mm-sls-tethered-comfort-grip-tapered-drift-punch
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PRODUCT NAME CODE SIZE

FACOM 247.G8SLS - 7.9mm
SLS Tethered Comfort Grip
Tapered Drift Punch

247.G8SLS 7.9mm

D E S C R I P T I O N

FACOM 247.GXSLS - SLS Tethered Comfort Grip Tapered Drift Punch

Features

Tool fitted with a FACOM SLS attachment solution preventing any risk of accidental falls

The turning crimped cable solution chosen and tested by FACOM preserves the ergonomics of use of

the tool

Head hardness - 36 - 44HRc

Tip hardness - 52 - 60HRc
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