
FACOM ANDXSLS - SLS Tethered Pozidriv

Protwist Screwdriver

AND1X100SLS,  AND2X125SLS,  AND3X150SLS

PRODUCT NAME CODE SIZE

FACOM AND1X100SLS -
PZ1x100mm SLS Tethered
Pozidriv Protwist Screwdriver

AND1X100SLS PZ1x100mm

FACOM AND2X125SLS -
PZ2x125mm SLS Tethered
Pozidriv Protwist Screwdriver

AND2X125SLS PZ2x125mm

FACOM AND3X150SLS -
PZ3x150mm SLS Tethered
Pozidriv Protwist Screwdriver

AND3X150SLS PZ3x150mm
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FACOM ANDXSLS - SLS Tethered Pozidriv Protwist Screwdriver

Features

Tool equipped with a FACOM SLS attachment solution preventing any risk of accidental falls

The crimped rotating cable solution selected and tested by FACOM maintains user ergonomics

Silicon carbon blade - strong and resistant to flexion

Bi-material grip resists to impacts - abrasion and chemicals

Technical Conformity

NF ISO 8764-1 - NF ISO 8764-2 - ISO 8764-1 - ISO 8764-2 - DIN ISO 8764-1 - DIN ISO 8764-2 -

ASME B107.600


