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FACOM ATDBXTVE - Insulated Slot-Pozidriv
Protwist Borneo Screwdriver

ATDB1X100TVE, ATDB2X125TVE

PRODUCT NAME CODE SIZE

FACOM ATDB1X100TVE - SL-
PZ1x100mm Insulated Slot-

. . ATDB1X100TVE SL-PZ1x100mm
Pozidriv Protwist Borneo
Screwdriver
FACOM ATDB2X125TVE - SL-
PZ2x125mm Insulated Slot-
ATDB2X125TVE SL-PZ2x125mm

Pozidriv Protwist Borneo
Screwdriver

DESCRIPTION

FACOM ATDBXTVE - Insulated Slot-Pozidriv Protwist Borneo Screwdriver


/facom-atdb1x100tve-sl-pz1x100mm-insulated-slot-pozidriv-protwist-borneo-screwdriver
/facom-atdb1x100tve-sl-pz1x100mm-insulated-slot-pozidriv-protwist-borneo-screwdriver
/facom-atdb1x100tve-sl-pz1x100mm-insulated-slot-pozidriv-protwist-borneo-screwdriver
/facom-atdb1x100tve-sl-pz1x100mm-insulated-slot-pozidriv-protwist-borneo-screwdriver
/facom-atdb2x125tve-sl-pz2x125mm-insulated-slot-pozidriv-protwist-borneo-screwdriver
/facom-atdb2x125tve-sl-pz2x125mm-insulated-slot-pozidriv-protwist-borneo-screwdriver
/facom-atdb2x125tve-sl-pz2x125mm-insulated-slot-pozidriv-protwist-borneo-screwdriver
/facom-atdb2x125tve-sl-pz2x125mm-insulated-slot-pozidriv-protwist-borneo-screwdriver

Features
For improved safety each screwdriver is tested individually at 20000 Volt for 10 seconds VDE approved
Slim profile gives 27% more reach
Inline hardening process +100% tip life and +100% bar strength
Handle Material - softer for more comfort and still chemical resistant
Handle Channel +10% torque
Laser Marking - gives virtually permanent marking
CNC tip machining - gives better screw fit increasing torque transfer and reducing wear



