
FACOM 113A.XTAVSE - Insulated Adjustable

Spanner

113 .8TAVSE,  113 .10TAVSE,  113 .12TAVSE,  113 .15TAVSE

PRODUCT NAME CODE SIZE

FACOM 113.8TAVSE - 27mm x
8" Insulated Adjustable
Spanner

113.8TAVSE 27mm x 8"

FACOM 113.10TAVSE - 30mm x
10" Insulated Adjustable
Spanner

113.10TAVSE 30mm x 10"

FACOM 113.12TAVSE - 34mm x
12" Insulated Adjustable
Spanner

113.12TAVSE 34mm x 12"

FACOM 113.15TAVSE - 44mm x
15" Insulated Adjustable
Spanner

113.15TAVSE 44mm x 15"

/facom-113-8tavse-27mm-x-8-insulated-adjustable-spanner
/facom-113-8tavse-27mm-x-8-insulated-adjustable-spanner
/facom-113-8tavse-27mm-x-8-insulated-adjustable-spanner
/facom-113-10tavse-30mm-x-10-insulated-adjustable-spanner
/facom-113-10tavse-30mm-x-10-insulated-adjustable-spanner
/facom-113-10tavse-30mm-x-10-insulated-adjustable-spanner
/facom-113-12tavse-34mm-x-12-insulated-adjustable-spanner
/facom-113-12tavse-34mm-x-12-insulated-adjustable-spanner
/facom-113-12tavse-34mm-x-12-insulated-adjustable-spanner
/facom-113-15tavse-44mm-x-15-insulated-adjustable-spanner
/facom-113-15tavse-44mm-x-15-insulated-adjustable-spanner
/facom-113-15tavse-44mm-x-15-insulated-adjustable-spanner


D E S C R I P T I O N

FACOM 113A.XTAVSE - Insulated Adjustable Spanner

Features

Models with finger stop

Worm - left-hand rotation

Insulation with safety colour coding

Burnished finish

Technical Conformity

NF ISO 6787 - NF EN 60900 - ISO 6787 - EN 60900 - DIN EN 60900 - ASME B107.100


