
FACOM DL.XBTI - Heavy Duty Bottle Jack

DL.2BTI ,  DL .5BTI ,  DL .8BTI ,  DL .12BTI ,  DL .20BTI ,  DL .30BTI

PRODUCT NAME CODE SIZE

FACOM DL.2BTI - 2t Heavy Duty
Bottle Jack

DL.2BTI 2t

FACOM DL.5BTI - 5t Heavy Duty
Bottle Jack

DL.5BTI 5t

FACOM DL.8BTI - 8t Heavy Duty
Bottle Jack

DL.8BTI 8t

FACOM DL.12BTI - 12t Heavy
Duty Bottle Jack

DL.12BTI 12t

FACOM DL.20BTI - 20t Heavy
Duty Bottle Jack

DL.20BTI 20T

FACOM DL.30BTI - 30t Heavy
Duty Bottle Jack

DL.30BTI 30T

/facom-dl-2bti-2t-heavy-duty-bottle-jack
/facom-dl-2bti-2t-heavy-duty-bottle-jack
/facom-dl-5bti-5t-heavy-duty-bottle-jack
/facom-dl-5bti-5t-heavy-duty-bottle-jack
/facom-dl-8bti-8t-heavy-duty-bottle-jack
/facom-dl-8bti-8t-heavy-duty-bottle-jack
/facom-dl-12bti-12t-heavy-duty-bottle-jack
/facom-dl-12bti-12t-heavy-duty-bottle-jack
/facom-dl-20bti-20t-heavy-duty-bottle-jack
/facom-dl-20bti-20t-heavy-duty-bottle-jack
/facom-dl-30bti-30t-heavy-duty-bottle-jack
/facom-dl-30bti-30t-heavy-duty-bottle-jack


D E S C R I P T I O N

FACOM DL.XBTI - Heavy Duty Bottle Jack

Features

Capacity - 2t - 5t - 8t - 12t - 20t - 30t

Designed for heavy-duty professional use

Welded base plate jacks control in the axis

Stronger - more stable - less leaks

Heat and surface treated pump shaft and actuator

Allows for horizontal use as a pusher jack

Technical Conformity

Complies with directive on machinery 2006/42/CE


