
FACOM U.23-53KX - Tapped Puller Beam

U.23K1A,  U .53K1 ,  U .53K2 ,  U .53K3 ,  U .53K4

PRODUCT NAME CODE SIZE

FACOM U.23K1A - 25-95mm
Tapped Puller Beam

U.23K1A 25-95mm

FACOM U.53K1 - 40-110mm
Tapped Puller Beam

U.53K1 40-110mm

FACOM U.53K2 - 70-200mm
Tapped Puller Beam

U.53K2 70-200mm

FACOM U.53K3 - 75-280mm
Tapped Puller Beam

U.53K3 75-280mm

FACOM U.53K4 - 145-400mm
Tapped Puller Beam

U.53K4 145-400mm

D E S C R I P T I O N

/facom-u-23k1a-25-95mm-tapped-puller-beam
/facom-u-23k1a-25-95mm-tapped-puller-beam
/facom-u-53k1-40-110mm-tapped-puller-beam
/facom-u-53k1-40-110mm-tapped-puller-beam
/facom-u-53k2-70-200mm-tapped-puller-beam
/facom-u-53k2-70-200mm-tapped-puller-beam
/facom-u-53k3-75-280mm-tapped-puller-beam
/facom-u-53k3-75-280mm-tapped-puller-beam
/facom-u-53k4-145-400mm-tapped-puller-beam
/facom-u-53k4-145-400mm-tapped-puller-beam


FACOM U.23-53KX - Tapped Puller Beam

Features

Tapped beams are used in mechanical pulling with separators - spherical or threaded tips

Spread - 25 to 400mm


