
FACOM 246.X - One Piece Spring Pin Drift Punch

246 .2 ,  246 .3 ,  246 .4 ,  246 .5 ,  246 .6 ,  246 .8

PRODUCT NAME CODE SIZE

FACOM 246.2 - 1.9mm One
Piece Spring Pin Drift Punch

246.2 1.9mm

FACOM 246.3 - 2.9mm One
Piece Spring Pin Drift Punch

246.3 2.9mm

FACOM 246.4 - 3.9mm One
Piece Spring Pin Drift Punch

246.4 3.9mm

FACOM 246.5 - 4.9mm One
Piece Spring Pin Drift Punch

246.5 4.9mm

FACOM 246.6 - 5.9mm One
Piece Spring Pin Drift Punch

246.6 5.9mm

FACOM 246.8 - 7.9mm One
Piece Spring Pin Drift Punch

246.8 7.9mm

/facom-246-2-1-9mm-one-piece-spring-pin-drift-punch
/facom-246-2-1-9mm-one-piece-spring-pin-drift-punch
/facom-246-3-2-9mm-one-piece-spring-pin-drift-punch
/facom-246-3-2-9mm-one-piece-spring-pin-drift-punch
/facom-246-4-3-9mm-one-piece-spring-pin-drift-punch
/facom-246-4-3-9mm-one-piece-spring-pin-drift-punch
/facom-246-5-4-9mm-one-piece-spring-pin-drift-punch
/facom-246-5-4-9mm-one-piece-spring-pin-drift-punch
/facom-246-6-5-9mm-one-piece-spring-pin-drift-punch
/facom-246-6-5-9mm-one-piece-spring-pin-drift-punch
/facom-246-8-7-9mm-one-piece-spring-pin-drift-punch
/facom-246-8-7-9mm-one-piece-spring-pin-drift-punch


D E S C R I P T I O N

FACOM 246.X - One Piece Spring Pin Drift Punch

Features

Octagon-shaped body

Zinc-plated finish

Shouldered tip accurately centres into split pins

Hardened to 53 to 58HRc guaranteeing perfect absorption of the shockwave


