
FACOM 248.X - One Piece Parallel Drift Punch

248 .2 ,  248 .3 ,  248 .4 ,  248 .5 ,  248 .6 ,  248 .8 ,  248 .10

PRODUCT NAME CODE SIZE

FACOM 248.2 - 1.9mm One
Piece Parallel Drift Punch

248.2 1.9mm

FACOM 248.3 - 2.9mm One
Piece Parallel Drift Punch

248.3 2.9mm

FACOM 248.4 - 3.9mm One
Piece Parallel Drift Punch

248.4 3.9mm

FACOM 248.5 - 4.9mm One
Piece Parallel Drift Punch

248.5 4.9mm

FACOM 248.6 - 5.9mm One
Piece Parallel Drift Punch

248.6 5.9mm

FACOM 248.8 - 7.9mm One
Piece Parallel Drift Punch

248.8 7.9mm

FACOM 248.10 - 9.9mm One
Piece Parallel Drift Punch

248.10 9.9mm

/facom-248-2-1-9mm-one-piece-parallel-drift-punch
/facom-248-2-1-9mm-one-piece-parallel-drift-punch
/facom-248-3-2-9mm-one-piece-parallel-drift-punch
/facom-248-3-2-9mm-one-piece-parallel-drift-punch
/facom-248-4-3-9mm-one-piece-parallel-drift-punch
/facom-248-4-3-9mm-one-piece-parallel-drift-punch
/facom-248-5-4-9mm-one-piece-parallel-drift-punch
/facom-248-5-4-9mm-one-piece-parallel-drift-punch
/facom-248-6-5-9mm-one-piece-parallel-drift-punch
/facom-248-6-5-9mm-one-piece-parallel-drift-punch
/facom-248-8-7-9mm-one-piece-parallel-drift-punch
/facom-248-8-7-9mm-one-piece-parallel-drift-punch
/facom-248-10-9-9mm-one-piece-parallel-drift-punch
/facom-248-10-9-9mm-one-piece-parallel-drift-punch


D E S C R I P T I O N

FACOM 248.X - One Piece Parallel Drift Punch

Features

Octagon-shaped high-strength steel tip hardened to 53-55HRc

Zinc-plated finish

Technical Conformity

NF E 71-211 - DIN 6450


