
FACOM 806.CX - Metric 0.01 Professional

Micrometer

806 .C25 ,  806C.50 ,  806C.75 ,  806C.100

PRODUCT NAME CODE SIZE

FACOM 806.C25 - 0 -25mm
Metric 0.01 Professional
Micrometer

806.C25 0 -25mm

FACOM 806C.50 - 25-50mm
Metric 0.01 Professional
Micrometer

806C.50 25-50mm

FACOM 806C.75 - 50-75mm
Metric 0.01 Professional
Micrometer

806C.75 50-75mm

FACOM 806C.100 - 75-100mm
Metric 0.01 Professional
Micrometer

806C.100 75-100mm

/facom-806-c25-0-25mm-metric-0-01-professional-micrometer
/facom-806-c25-0-25mm-metric-0-01-professional-micrometer
/facom-806-c25-0-25mm-metric-0-01-professional-micrometer
/facom-806c-50-25-50mm-metric-0-01-professional-micrometer
/facom-806c-50-25-50mm-metric-0-01-professional-micrometer
/facom-806c-50-25-50mm-metric-0-01-professional-micrometer
/facom-806c-75-50-75mm-metric-0-01-professional-micrometer
/facom-806c-75-50-75mm-metric-0-01-professional-micrometer
/facom-806c-75-50-75mm-metric-0-01-professional-micrometer
/facom-806c-100-75-100mm-metric-0-01-professional-micrometer
/facom-806c-100-75-100mm-metric-0-01-professional-micrometer
/facom-806c-100-75-100mm-metric-0-01-professional-micrometer


D E S C R I P T I O N

FACOM 806.CX - Metric 0.01 Professional Micrometer

Features

Accuracy - 1/100th - 0.01mm

Accuracy - 0.01mm

Carbide plunger tip - 6.5mm

Ratchet drum with torque limiter

Force applied on the part included strictly between 5 and 10Nm

Drum - 18mm

Drum with 50 divisions (one drum turn - 0.5mm)

Isothermal pads

Supplied with

Pin and hook calibration wrench

Calibration shim wrench from model 806C.50

Calibration shims

806C.50 - 25mm +- 1.5

806C.75 - 50mm +- 2

806C.100 - 75mm +- 2.5

Supplied in plastic case

Supplied with compliance certificate

Technical Conformity

NF EN ISO 3611 - ISO 3611 - DIN 863


