
FACOM ES.12XT - Slotted 1/4" Hex Drive 25mm

Titanium Screwbit

ES.124 .5T ,  ES .125 .5T ,  ES .175 .5T ,  ES .126 .5T ,  ES .128T

PRODUCT NAME CODE SIZE

FACOM ES.124.5T - 4.5mm
Slotted 1/4" Hex Drive 25mm
Titanium Screwbit

ES.124.5T 4.5mm

FACOM ES.125.5T - 5.5mm
Slotted 1/4" Hex Drive 25mm
Titanium Screwbit

ES.125.5T 5.5mm

FACOM ES.175.5T - 5.5mm
Slotted 1/4" Hex Drive 25mm
Titanium Screwbit

ES.175.5T 5.5mm

FACOM ES.126.5T - 6.5mm
Slotted 1/4" Hex Drive 25mm
Titanium Screwbit

ES.126.5T 6.5mm

FACOM ES.128T - 8mm Slotted
1/4" Hex Drive 25mm Titanium
Screwbit

ES.128T 8mm

/facom-es-124-5t-4-5mm-slotted-1-4-hex-drive-25mm-titanium-screwbit
/facom-es-124-5t-4-5mm-slotted-1-4-hex-drive-25mm-titanium-screwbit
/facom-es-124-5t-4-5mm-slotted-1-4-hex-drive-25mm-titanium-screwbit
/facom-es-125-5t-5-5mm-slotted-1-4-hex-drive-25mm-titanium-screwbit
/facom-es-125-5t-5-5mm-slotted-1-4-hex-drive-25mm-titanium-screwbit
/facom-es-125-5t-5-5mm-slotted-1-4-hex-drive-25mm-titanium-screwbit
/facom-es-175-5t-5-5mm-slotted-1-4-hex-drive-25mm-titanium-screwbit
/facom-es-175-5t-5-5mm-slotted-1-4-hex-drive-25mm-titanium-screwbit
/facom-es-175-5t-5-5mm-slotted-1-4-hex-drive-25mm-titanium-screwbit
/facom-es-126-5t-6-5mm-slotted-1-4-hex-drive-25mm-titanium-screwbit
/facom-es-126-5t-6-5mm-slotted-1-4-hex-drive-25mm-titanium-screwbit
/facom-es-126-5t-6-5mm-slotted-1-4-hex-drive-25mm-titanium-screwbit
/facom-es-128t-8mm-slotted-1-4-hex-drive-25mm-titanium-screwbit
/facom-es-128t-8mm-slotted-1-4-hex-drive-25mm-titanium-screwbit
/facom-es-128t-8mm-slotted-1-4-hex-drive-25mm-titanium-screwbit


D E S C R I P T I O N

FACOM ES.12XT - Slotted 1/4" Hex Drive 25mm Titanium Screwbit

Features

For use on power or pneumatic nut runners (except impact wrenches)

Drive 1/4" - 6.35mm

Sizes - 4.5 - 8mm

Technical Conformity

NNF ISO 2351-1 - NF ISO 1173 - ISO 2351-1 - ISO 1173 - DIN ISO 2351-1


