
FACOM ATWPHX - Phillips Protwist Bolster Hex

Bar Screwdriver

ATWPH1X100 ,  ATWPH2X125 ,  ATWPH3X150 ,  ATWPH4X200

PRODUCT NAME CODE SIZE

FACOM ATWPH1X100 -
PH1x100mm Phillips Protwist
Bolster Hex Bar Screwdriver

ATWPH1X100 PH1x100mm

FACOM ATWPH2X125 -
PH2x125mm Phillips Protwist
Bolster Hex Bar Screwdriver

ATWPH2X125 PH2x125mm

FACOM ATWPH3X150 -
PH3x150mm Phillips Protwist
Bolster Hex Bar Screwdriver

ATWPH3X150 PH3x150mm

FACOM ATWPH4X200 -
PH4x200mm Phillips Protwist
Bolster Hex Bar Screwdriver

ATWPH4X200 PH4x200mm

/facom-atwph1x100-ph1x100mm-phillips-protwist-bolster-hex-bar-screwdriver
/facom-atwph1x100-ph1x100mm-phillips-protwist-bolster-hex-bar-screwdriver
/facom-atwph1x100-ph1x100mm-phillips-protwist-bolster-hex-bar-screwdriver
/facom-atwph2x125-ph2x125mm-phillips-protwist-bolster-hex-bar-screwdriver
/facom-atwph2x125-ph2x125mm-phillips-protwist-bolster-hex-bar-screwdriver
/facom-atwph2x125-ph2x125mm-phillips-protwist-bolster-hex-bar-screwdriver
/facom-atwph3x150-ph3x150mm-phillips-protwist-bolster-hex-bar-screwdriver
/facom-atwph3x150-ph3x150mm-phillips-protwist-bolster-hex-bar-screwdriver
/facom-atwph3x150-ph3x150mm-phillips-protwist-bolster-hex-bar-screwdriver
/facom-atwph4x200-ph4x200mm-phillips-protwist-bolster-hex-bar-screwdriver
/facom-atwph4x200-ph4x200mm-phillips-protwist-bolster-hex-bar-screwdriver
/facom-atwph4x200-ph4x200mm-phillips-protwist-bolster-hex-bar-screwdriver


D E S C R I P T I O N

FACOM ATWPHX - Phillips Protwist Bolster Hex Bar Screwdriver

Features

Hexagonal blade with shoulder to take a wrench

Inline hardening process +100% Tip Life and +100% bar strength

Handle Material - Softer for more Comfort and still Chemical Resistant

Blade tri-coating treatment (Zinc-Nickel-Chromium)

4x corrosion resistance

Handle Channel +10% torque

Laser marking - gives virtually permanent marking

CNC tip machining - gives better screw fit increasing torque transfer and reducing wear

Technical Conformity

NF ISO 8764-1 - NF ISO 8764-2 - ISO 8764-1 - ISO 8764-2 - DIN ISO 8764-1 - DIN ISO 8764-2 -

ASME B107.600


