
FACOM 121A.X - Swedish 45' Offset Curved Jaw

Pipe Spanner

121A.1P ,  121A.1P1 /2 ,  121A.2P

PRODUCT NAME CODE SIZE

FACOM 121A.1P - 34mm x 14"
Swedish 45' Offset Curved Jaw
Pipe Spanner

121A.1P 34mm x 14"

FACOM 121A.1P1/2 - 49mm x
18" Swedish 45' Offset Curved
Jaw Pipe Spanner

121A.1P1/2 49mm x 18"

FACOM 121A.2P - 60mm x 24"
Swedish 45' Offset Curved Jaw
Pipe Spanner

121A.2P 60mm x 24"

D E S C R I P T I O N

/facom-121a-1p-34mm-x-14-swedish-45-offset-curved-jaw-pipe-spanner
/facom-121a-1p-34mm-x-14-swedish-45-offset-curved-jaw-pipe-spanner
/facom-121a-1p-34mm-x-14-swedish-45-offset-curved-jaw-pipe-spanner
/facom-121a-1p1-2-49mm-x-18-swedish-45-offset-curved-jaw-pipe-spanner
/facom-121a-1p1-2-49mm-x-18-swedish-45-offset-curved-jaw-pipe-spanner
/facom-121a-1p1-2-49mm-x-18-swedish-45-offset-curved-jaw-pipe-spanner
/facom-121a-2p-60mm-x-24-swedish-45-offset-curved-jaw-pipe-spanner
/facom-121a-2p-60mm-x-24-swedish-45-offset-curved-jaw-pipe-spanner
/facom-121a-2p-60mm-x-24-swedish-45-offset-curved-jaw-pipe-spanner


FACOM 121A.X - Swedish 45' Offset Curved Jaw Pipe Spanner

Features

Capacity - 10 - 60mm 3/8 - 2"

High-quality forged steel body

Special jaw design grips pipe at three points

Technical Conformity

DIN 5234


