
FACOM 45.XM - Heavy Duty Open Jaw Spanner

45 .30 ,  45 .32 ,  45 .34 ,  45 .36 ,  45 .38 ,  45 .41 ,  45 .46 ,  45 .50 ,  45 .55 ,

45 .60 ,  45 .65 ,  45 .70 ,  45 .75

PRODUCT NAME CODE SIZE

FACOM 45.30 - 30mm Heavy
Duty Open Jaw Spanner

45.30 30mm

FACOM 45.32 - 32mm Heavy
Duty Open Jaw Spanner

45.32 32mm

FACOM 45.34 - 34mm Heavy
Duty Open Jaw Spanner

45.34 34mm

FACOM 45.36 - 36mm Heavy
Duty Open Jaw Spanner

45.36 36mm

FACOM 45.38 - 38mm Heavy
Duty Open Jaw Spanner

45.38 38mm

FACOM 45.41 - 41mm Heavy
Duty Open Jaw Spanner

45.41 41mm

FACOM 45.46 - 46mm Heavy
Duty Open Jaw Spanner

45.46 46mm

/facom-45-30-30mm-heavy-duty-open-jaw-spanner
/facom-45-30-30mm-heavy-duty-open-jaw-spanner
/facom-45-32-32mm-heavy-duty-open-jaw-spanner
/facom-45-32-32mm-heavy-duty-open-jaw-spanner
/facom-45-34-34mm-heavy-duty-open-jaw-spanner
/facom-45-34-34mm-heavy-duty-open-jaw-spanner
/facom-45-36-36mm-heavy-duty-open-jaw-spanner
/facom-45-36-36mm-heavy-duty-open-jaw-spanner
/facom-45-38-38mm-heavy-duty-open-jaw-spanner
/facom-45-38-38mm-heavy-duty-open-jaw-spanner
/facom-45-41-41mm-heavy-duty-open-jaw-spanner
/facom-45-41-41mm-heavy-duty-open-jaw-spanner
/facom-45-46-46mm-heavy-duty-open-jaw-spanner
/facom-45-46-46mm-heavy-duty-open-jaw-spanner


PRODUCT NAME CODE SIZE

FACOM 45.50 - 50mm Heavy
Duty Open Jaw Spanner

45.50 50mm

FACOM 45.55 - 55mm Heavy
Duty Open Jaw Spanner

45.55 55mm

FACOM 45.60 - 60mm Heavy
Duty Open Jaw Spanner

45.60 60mm

FACOM 45.65 - 65mm Heavy
Duty Open Jaw Spanner

45.65 65mm

FACOM 45.70 - 70mm Heavy
Duty Open Jaw Spanner

45.70 70mm

FACOM 45.75 - 75mm Heavy
Duty Open Jaw Spanner

45.75 75mm

D E S C R I P T I O N

FACOM 45.XM - Heavy Duty Open Jaw Spanner

Features

Single open end wrenches. The open end is thicker for very high tightening torques - examples - public

works - rail worksites - naval construction - agriculture - oil platforms - metallic constructions

Hanging hole at end of handle. Wrenches stored on panel or hung to avoid loss or fall

Open end angled at 15'

Metric sizes - 30 - 75mm

Presentation - Burnt

Technical Conformity

NF ISO 4229 - NF ISO 1711-1 - NF ISO 691 - ISO 4229 - ISO 1711-1 - ISO 691 - DIN 894 - DIN ISO

691 - DIN ISO 1711-1

/facom-45-50-50mm-heavy-duty-open-jaw-spanner
/facom-45-50-50mm-heavy-duty-open-jaw-spanner
/facom-45-55-55mm-heavy-duty-open-jaw-spanner
/facom-45-55-55mm-heavy-duty-open-jaw-spanner
/facom-45-60-60mm-heavy-duty-open-jaw-spanner
/facom-45-60-60mm-heavy-duty-open-jaw-spanner
/facom-45-65-65mm-heavy-duty-open-jaw-spanner
/facom-45-65-65mm-heavy-duty-open-jaw-spanner
/facom-45-70-70mm-heavy-duty-open-jaw-spanner
/facom-45-70-70mm-heavy-duty-open-jaw-spanner
/facom-45-75-75mm-heavy-duty-open-jaw-spanner
/facom-45-75-75mm-heavy-duty-open-jaw-spanner

