EXPERT

TOOL STORE

PRODUCT NAME

FACOM 44.1/4X5/16 - 1/4x5/16"

Inch Open Jaw Spanner

FACOM 44.5/16X3/8 - 5/16x3/8"

Inch Open Jaw Spanner

FACOM 44.11/32X13/32 -
11/32x13/32" Inch Open Jaw

Spanner

FACOM 44.3/8X7/16 - 3/8x7/16"

Inch Open Jaw Spanner

FACOM 44.7/16X1/2 - 7/16x1/2"

Inch Open Jaw Spanner

FACOM 44.1/2X9/16 - 1/2x9/16"

Inch Open Jaw Spanner

FACOM 44.9/16X5/8 - 9/16x5/8"

Inch Open Jaw Spanner

=D FARCOM

FACOM 44.XU - Inch Open Jaw Spanner

CODE

44.1/4X5/16

44.5/16X3/8

44.11/32X13/32

44.3/8X7/16

44.7/16X1/2

44.1/2X9/16

44.9/16X5/8

SIZE

1/4x5/16"

5/16x3/8"

11/32x13/32"

3/8x7/16"

7/16x1/2"

1/2x9/16"

9/16x5/8"


/facom-44-1-4x5-16-1-4x5-16-inch-open-jaw-spanner
/facom-44-1-4x5-16-1-4x5-16-inch-open-jaw-spanner
/facom-44-5-16x3-8-5-16x3-8-inch-open-jaw-spanner
/facom-44-5-16x3-8-5-16x3-8-inch-open-jaw-spanner
/facom-44-11-32x13-32-11-32x13-32-inch-open-jaw-spanner
/facom-44-11-32x13-32-11-32x13-32-inch-open-jaw-spanner
/facom-44-11-32x13-32-11-32x13-32-inch-open-jaw-spanner
/facom-44-3-8x7-16-3-8x7-16-inch-open-jaw-spanner
/facom-44-3-8x7-16-3-8x7-16-inch-open-jaw-spanner
/facom-44-7-16x1-2-7-16x1-2-inch-open-jaw-spanner
/facom-44-7-16x1-2-7-16x1-2-inch-open-jaw-spanner
/facom-44-1-2x9-16-1-2x9-16-inch-open-jaw-spanner
/facom-44-1-2x9-16-1-2x9-16-inch-open-jaw-spanner
/facom-44-9-16x5-8-9-16x5-8-inch-open-jaw-spanner
/facom-44-9-16x5-8-9-16x5-8-inch-open-jaw-spanner

PRODUCT NAME

FACOM 44.5/8X3/4 - 5/8x3/4"
Inch Open Jaw Spanner

44.5/8X3/4 5/8x3/4"

FACOM 44.5/8X11/16 -
5/8x11/16" Inch Open Jaw 44.5/8X11/16 5/8x11/16"

Spanner

FACOM 44.3/4X13/16 -
3/4x13/16" Inch Open Jaw 44.3/4X13/16 3/4x13/16"

Spanner

FACOM 44.13/16X7/8 -
13/16x7/8" Inch Open Jaw 44.13/16X7/8 13/16x7/8"

Spanner

FACOM 44.7/8X15/16 -
7/8x15/16" Inch Open Jaw 44.7/8X15/16 7/8x15/16"

Spanner

FACOM 44.15/16X1P - 15/16x1"
Inch Open Jaw Spanner

44.15/16X1P 15/16x1"

FACOM 44.1PX1P1/16 -
1x1.1/16" Inch Open Jaw 44.1PX1P1/16 1x1.1/16"

Spanner

FACOM 44.1P1/16X1P1/8 -
1.1/16x1.1/8" Inch Open Jaw 44.1P1/16X1P1/8 1.1/16x1.1/8"

Spanner

FACOM 44.1P1/8X1P1/4 -
1.1/8x1.1/4" Inch Open Jaw 44.1P1/8X1P1/4 1.1/8x1.1/4"

Spanner

FACOM 44.1P3/16X1P5/16 -
1.3/16x1.5/16" Inch Open Jaw 44.1P3/16X1P5/16 1.3/16x1.5/16"

Spanner

FACOM 44.1P3/8X1P1/2 -
1.3/8x1.1/2" Inch Open Jaw 44.1P3/8X1P1/2 1.3/8x1.1/2"

Spanner



/facom-44-5-8x3-4-5-8x3-4-inch-open-jaw-spanner
/facom-44-5-8x3-4-5-8x3-4-inch-open-jaw-spanner
/facom-44-5-8x11-16-5-8x11-16-inch-open-jaw-spanner
/facom-44-5-8x11-16-5-8x11-16-inch-open-jaw-spanner
/facom-44-5-8x11-16-5-8x11-16-inch-open-jaw-spanner
/facom-44-3-4x13-16-3-4x13-16-inch-open-jaw-spanner
/facom-44-3-4x13-16-3-4x13-16-inch-open-jaw-spanner
/facom-44-3-4x13-16-3-4x13-16-inch-open-jaw-spanner
/facom-44-13-16x7-8-13-16x7-8-inch-open-jaw-spanner
/facom-44-13-16x7-8-13-16x7-8-inch-open-jaw-spanner
/facom-44-13-16x7-8-13-16x7-8-inch-open-jaw-spanner
/facom-44-7-8x15-16-7-8x15-16-inch-open-jaw-spanner
/facom-44-7-8x15-16-7-8x15-16-inch-open-jaw-spanner
/facom-44-7-8x15-16-7-8x15-16-inch-open-jaw-spanner
/facom-44-15-16x1p-15-16x1-inch-open-jaw-spanner
/facom-44-15-16x1p-15-16x1-inch-open-jaw-spanner
/facom-44-1px1p1-16-1x1-1-16-inch-open-jaw-spanner
/facom-44-1px1p1-16-1x1-1-16-inch-open-jaw-spanner
/facom-44-1px1p1-16-1x1-1-16-inch-open-jaw-spanner
/facom-44-1p1-16x1p1-8-1-1-16x1-1-8-inch-open-jaw-spanner
/facom-44-1p1-16x1p1-8-1-1-16x1-1-8-inch-open-jaw-spanner
/facom-44-1p1-16x1p1-8-1-1-16x1-1-8-inch-open-jaw-spanner
/facom-44-1p1-8x1p1-4-1-1-8x1-1-4-inch-open-jaw-spanner
/facom-44-1p1-8x1p1-4-1-1-8x1-1-4-inch-open-jaw-spanner
/facom-44-1p1-8x1p1-4-1-1-8x1-1-4-inch-open-jaw-spanner
/facom-44-1p3-16x1p5-16-1-3-16x1-5-16-inch-open-jaw-spanner
/facom-44-1p3-16x1p5-16-1-3-16x1-5-16-inch-open-jaw-spanner
/facom-44-1p3-16x1p5-16-1-3-16x1-5-16-inch-open-jaw-spanner
/facom-44-1p3-8x1p1-2-1-3-8x1-1-2-inch-open-jaw-spanner
/facom-44-1p3-8x1p1-2-1-3-8x1-1-2-inch-open-jaw-spanner
/facom-44-1p3-8x1p1-2-1-3-8x1-1-2-inch-open-jaw-spanner

DESCRIPTION

FACOM 44.XU - Inch Open Jaw Spanner

Features
Open end wrenches - the open ends are slimmer than a standard combination wrench for better
thickness accessibility - examples - brake callipers - hydraulic hose locknuts
Heads hinged at 15
Inch sizes - 1/4 - 1-5/8
Satin chrome finish

Technical Conformity
ASME B107.100



